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§1065.630

this section that is from zero to this
declared minimum power.

[73 FR 37324, June 30, 2008, as amended at 73
FR 59330, Oct. 8, 2008; 75 FR 23045, Apr. 30,
2010; 76 FR 57453, Sept. 15, 2011]

§1065.630 1980 international gravity
formula.

The acceleration of Earth’s gravity,
a,, varies depending on your location.
Calculate a, at your latitude, as fol-
lows:

a, =9.7803267715-[1+s
5.2790414-107 -sin* (0)+
2.32718-107 -sin* () +
1.262-107" -sin® (0) +

7-107° .sin® (0]
Where:
0 = Degrees north or south latitude.
Example:
0 = 45°
a, = 9.7803267715 - (1+
5.2790414 - 103 - sin? (45) +
2.32718 - 105 -sin 4 (45) +
1.262 - 10~ 7 -sin 6 (45) +
7 -10-10 -sin 8 (45)
a, = 9.8178291229 m/s?

Eq. 1065.630-1
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§1065.640 Flow meter calibration cal-
culations.

This section describes the calcula-
tions for calibrating various flow me-
ters. After you calibrate a flow meter
using these calculations, use the cal-
culations described in §1065.642 to cal-
culate flow during an emission test.
Paragraph (a) of this section first de-
scribes how to convert reference flow
meter outputs for use in the calibra-
tion equations, which are presented on
a molar basis. The remaining para-
graphs describe the calibration calcula-
tions that are specific to certain types
of flow meters.

(a) Reference meter conversions. The
calibration equations in this section
use molar flow rate, n.r, as a reference
quantity. If your reference meter out-
puts a flow rate in a different quantity,
such as standard volume rate, Viarer, ac-
tual volume rate, Viuer, Or mass rate,
Meer, convert your reference meter out-
put to a molar flow rate using the fol-
lowing equations, noting that while
values for volume rate, mass rate, pres-
sure, temperature, and molar mass
may change during an emission test,
you should ensure that they are as con-
stant as practical for each individual
set point during a flow meter calibra-
tion:

no. = Vstdref ) Pstd _ Vactref i Pact _ mref
ref — - -
T;td : R I‘act ’ R M mix

Eq. 1065.640-1

Where:

s = reference molar flow rate.

Vaarer = reference volume flow rate, corrected
to a standard pressure and a standard tem-

_ perature.

Vawet = reference volume flow rate at the ac-
tual pressure and temperature of the flow
rate.

s = reference mass flow.

P4 = standard pressure.

P.. = actual pressure of the flow rate.

T« = standard temperature.

T... = actual temperature of the flow rate.
R = molar gas constant.

Mmix = molar mass of the flow rate.

Example 1:

Vitarer = 1000.00 £t3/min = 0.471948 m?3/s
P =29.9213 in Hg @ 32 °F = 101325 Pa
T =68.0°F =293.15 K

R = 8.314472 J/(mol-K)

_0.471948-101325

n.=
© T 293.15-8.314472
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